
SWITCH

BLEND Smart Switch
LS055WH/GD/BL LS056WH/GD/BL LS057WH/GD/BL

Replace your traditional switch to the smart one and make 
the lights freely controlled

LS055WH/GD/BL

100g

Model Number

Weight

BLEND Light Switch (1 way)

LS056WH/GD/BL

110g

Model Number

Weight

BLEND Light Switch (2 way)

LS057WH/GD/BL

120g

Model Number

Weight

BLEND Light Switch (3 way)

Color

Dimension

Casing

White / Black / Golden  

86*86*36.5mm

ABS+PC 

Construction

Simple modern design

Customized 16 million colors panel light

Dual control, multiple control

 

Wiring

Control Unit

Operating Temperature

Operating Humidity

Power Supply

Static Consumption

Maximum Overload

Indicator

Live+neutral  

16A magnetic latching relay  

-5~45℃  

5~90％  

AC 100-240V 50/60Hz  

＜1.5W  

Resistive load: 500W per channel

Inductive/Capacitive load: 200W per channel 

16Million colors, brightness adjusted  

General

CoSS

200m  

 

Radio Protocol

Signal Range (Open Field)

Radio   

31 34

App control           Communicates with other devices                    Voice control                

Switches
Siri-controlled switches 
free your hands

Scan QR For Direct Link To Download the FREE QLS Mobile App For Your Account 
& New Product Information, Product Demos & So Much More!
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